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(P) UTILITY POLE W/ DOWN GUY,
MIN. 12" OFF ROAD EDGE FOR (P)
POWER/TELCO OVERHEAD LINES

(P) OVERHEAD
POWER/TELCO LINE

(P) UTILITY POLE W/ DOWN GUY,
MIN. 12" OFF ROAD EDGE FOR (P)
POWER/TELCO OVERHEAD LINES

(E) CONCRETE PAD &
PROPOSED AT&T

EQUIPMENT ENCLOSURE

(P) OVERHEAD POWER/TELCO ROUTED
FROM DROP POLE TO (P) POLE

(P) STEP-UP TRANSFORMER
ON CONC. SLAB

(E) UTILITY POLE
(ELECT'L. P.O.C.)

(P) TELCO CONNECTION
AT MID SPAN OF (E)
OVERHEAD TELCO LINE

(P) UTILITY POLE

(P) 'AT&T' METER AND
DISCONNECT SWITCH ON
(P) H-FRAME, SEE DETAIL

(E) OVERHEAD
POWER LINE

(P) OVERHEAD
POWER/TELCO LINE

(P) UTILITY POLE
FOR TELCO DROP

FROM MID SPAN

(E) UTILITY POLE
W/ (E) METER

PARCEL B
PER TITLE REPORT

(P) AT&T ACCESS AND
UTILITY EASEMENT

(P) U/G POWER/TELCO LINE FROM POLE TO
EQUIPMENT BUILDING, SHALLOW TRENCH
(12" SLURRY BACKFILL) APPROX. 115'-0"
(AVOID ANY TREE ROOTS)

(P) 24" WIDE TELCO TRENCH
W 1 - 4"Ø SCHED 40 PVC
CONDUIT (APPROX. 460'-0")
(AVOID ANY TREE ROOTS)
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(P) 'AT&T' EQUIPMENT LEASE
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ANTENNA PLAN ON SHEET Z3

(P) OVERHEAD POWER/TELCO ROUTED
FROM DROP POLE TO (P) POLE

(P) UTILITY POLE W/ DOWN GUY,
MIN. 12" OFF ROAD EDGE FOR (P)
POWER/TELCO OVERHEAD LINES

(P) U/G POWER/TELCO LINE FROM POLE TO
EQUIPMENT BUILDING, SHALLOW TRENCH
(12" SLURRY BACKFILL) APPROX. 115'-0"
(AVOID ANY TREE ROOTS)
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STORM WATER QUALITY MANAGEMENT PLAN 1

BMP LEGEND:

TEMPORARY RUNOFF CONTROL BMP:

SS-4

SS-7

SC-6

TC-1

WM-1

WM-8

WM-5

WM-9

STORM WATER QUALITY NOTES CONSTRUCTION BMPS

NTS

GRAVEL OR SAND  BAGS 1

NOTES:

ELEVATION

SC-8

SC-5

WM-4

MATERIALS & WASTE MANAGEMENT CONTROL BMP's

POST CONSTRUCTION SITE DESIGN BMP's:

4.3.1

4.3.2

WM-1

WM-4

WM-5

WM-8

WM-9

4.3.1

4.3.2

4.3.1

4.3.2
PROPOSED

'AT&T' LEASE
AREA WITHIN
CMU WALL

ENCLOSURE

=TOTAL AREA: 2224 SQ.  FT.

PROPOSED LAND DISTURBANCE:

CONSTRUCTED IMPERVIOUS SURFACE AREA TABLE

NOTE:  NEW AT&T EQUIPMENT ENCLOSURE OF 480 SQ. FT. WILL BE BUILT ON THE
AREA OF EXISTING CONCRETE PAD OF 508 SQ. FT. THAT IS TO BE DEMOLISHED.  NO
NEW IMPERVIOUS SURFACE WILL BE CONSTRUCTED.
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AT&T operates telecommunications antennas at this location. Remain at

least 3  feet away from any antenna and obey all posted signs.

Contact the owner(s) of the antenna(s)  before working  closer than 3 feet

from the antenna.

Contact AT&T at ______________ prior to performing any

maintenance or repHEXs  near AT&T antennas. This is

Site#____________

Contact the management office if this door/hatch/gate is found unlocked.

En esta propiedad se ubican antenas de telecomunicationes operadas por AT&T.

Favor mantener una distancia de no menos de 3 pies y obedecer todos los avisos.

Comuniquese con el propictario o los propicatarios de las antenas antes detrabajar o caminar a una distancia de menos de 3 pies de la antena.

Comuniquese con AT&T _______antes de realizar cualquier mantenimiento o

reparaciones cerca de la antenas de AT&T.

Esta es la estacion base numero_______

Favor comunicarse con la oficina de la administracion del edificio si esta puerta o

compuerta se encuentra sin candado.

INFORMATION

INFORMACION
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1/8" = 1'-0"

(P) NORTH ELEVATION 1

FINISH GRADE

@ 0'-0" AGL (ELEV. 2292' AMSL)

TOP OF (P) ANTENNAS

@ 50'-0" AGL

CENTER OF (P) ANTENNAS

@ 47'-0" AGL

TOP OF (P) MONOPINE

@ 55'-0" AGL

1/8" = 1'-0"

(P) EAST ELEVATION 2

(P) 'AT&T' 10'-0" HIGH CMU
WALL LINED W/ SOUND

ATTENUATION ENCLOSURE

(P) 'AT&T' GPS ANTENNA
(TOTAL OF 2)

(P) 'AT&T' SURGE PROTECTOR,
TYP. OF 4

(P) 'AT&T' PANEL ANTENNA,
(4) PER SECTOR, (12) TOTAL

(P) STACKED 'AT&T' RRUS,
(8) PER SECTOR, (24) TOTAL

(P) 'AT&T' FILTERS,
TOTAL OF (5)

(P) 55'-0" HIGH MONOPINE
(BY OTHERS)

(P) 'AT&T' GPS ANTENNA
(TOTAL OF 2)

(P) 'AT&T' FILTERS,
TOTAL OF (5)

(P) 'AT&T' PANEL ANTENNA,
(4) PER SECTOR, (12) TOTAL

(P) STACKED 'AT&T' RRUS,
(8) PER SECTOR, (24) TOTAL

(P) 'AT&T' SURGE
PROTECTOR, TYP. OF 4

(P) 55'-0" HIGH MONOPINE
(BY OTHERS)

(P) 'AT&T' 8'-0" WIDE STEEL
DOUBLE GATE LINED W/

SOUND ATTENUATION

(P) 'AT&T' 10'-0" HIGH CMU WALL
LINED W/ SOUND ATTENUATION

ENCLOSURE

(P) 'AT&T' GENERATOR
CAMLOCK

BOTTOM OF (P) ANTENNAS

@ 44'-0" AGL

BOTTOM OF MONOPINE BRANCHES

@ 15'-0" AGL

BOTTOM OF (P) ANTENNAS

@ 44'-0" AGL

FINISH GRADE

@ 0'-0" AGL (ELEV. 2292' AMSL)

TOP OF (P) MONOPINE

@ 55'-0" AGL

CENTER OF (P) ANTENNAS

@ 47'-0" AGL

TOP OF (P) ANTENNAS

@ 50'-0" AGL

BOTTOM OF MONOPINE BRANCHES

@ 15'-0" AGL
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1/8" = 1'-0"

(P) SOUTH ELEVATION 1

1/8" = 1'-0"

(P) WEST ELEVATION 2

FINISH GRADE

@ 0'-0" AGL (ELEV. 2292' AMSL)

(P) 'AT&T' 10' HIGH CMU
WALL LINED W/ SOUND
ATTENUATION ENCLOSURE

(P) 'AT&T' SURGE PROTECTOR,
TYP. OF 4

(P) 'AT&T' PANEL ANTENNA,
(4) PER SECTOR, (12) TOTAL

(P) STACKED 'AT&T' RRUS,
(8) PER SECTOR, (24) TOTAL

(P) 'AT&T' SURGE PROTECTOR,
TYP. OF 4

(P) 'AT&T' PANEL ANTENNA,
(4) PER SECTOR, (12) TOTAL

(P) STACKED 'AT&T' RRUS,
(8) PER SECTOR, (24) TOTAL

(P) 'AT&T' FILTERS,
TOTAL OF (5)

(P) 55'-0" HIGH MONOPINE
(BY OTHERS)

(P) 'AT&T' 10' HIGH CMU WALL
LINED W/ SOUND ATTENUATION
ENCLOSURE (BEYOND)

(P) 'AT&T' GPS ANTENNA
(TOTAL OF 2)

BOTTOM OF MONOPINE BRANCHES

@ 15'-0" AGL

(P) 'AT&T' FILTERS,
TOTAL OF (5)

BOTTOM OF (P) ANTENNAS

@ 44'-0" AGL

TOP OF (P) MONOPINE

@ 55'-0" AGL

CENTER OF (P) ANTENNAS

@ 47'-0" AGL

TOP OF (P) ANTENNAS

@ 50'-0" AGL

FINISH GRADE

@ 0'-0" AGL (ELEV. 2292' AMSL)

TOP OF (P) ANTENNAS

@ 50'-0" AGL

CENTER OF (P) ANTENNAS

@ 47'-0" AGL

BOTTOM OF (P) ANTENNAS

@ 44'-0" AGL

TOP OF (P) MONOPINE

@ 55'-0" AGL
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NTS

(P) ANTENNA SPECIFICATIONS 1

NTS

(P) ANTENNA SPECIFICATIONS 4

NTS

(P) ANTENNA SPECIFICATIONS 3

NTS

(P) RRU SPECIFICATIONS 5
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ERICSSON RRUS-32

Outdoor NetSure 512 DC Power System
™
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(P) LTE PURCELL CABINET SPECIFICTIONS 8

QUAD WCS IMF FOR 2360-2395 MHZ
AMT BAND CO-LOCATION

QUINTEL QS6658-3e
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(P) SD030 30 KW GENERATOR SPECIFICATIONS 9

2 00

MODEL #SD030 LIQUID COOLED
DIESEL ENGINE GENERATOR SET,
27Kw, 60Hz PRIMARY POWER RATING
30Kw, 60Hz STANDBY POWER RATING
WITH LEVEL 2 ACOUSTIC ENCLOSURE
UL 2200 CERTIFIED

GENERAC SD030

AutoCAD SHX Text
ER0/RP

AutoCAD SHX Text
ERO

AutoCAD SHX Text
DIMENSIONS, WxDxH: 280x470X794mm 280x470X794mm (11"x18.5"X31.25") NOMINAL OPERATING VOLTAGE: 48 VDC 48 VDC NOM. DISCHARGE CURRENT: 20 kA 8/20ms 20 kA 8/20ms s MAX. DISCHARGE CURRENT: 60 kA 8/20ms 60 kA 8/20ms s MAX. CONTINUOUS OPERATING VOLTAGE: 75 VDC 75 VDC VOLTAGE PROTECTION RATING: 400 V 400 V WIND LOADING: 150 MPH SUSTAINED  150 MPH SUSTAINED  (105.7 lbs) 195 MPH GUST (213.6 lbs) TOTAL WEIGHT: 32.8 lbs32.8 lbs

AutoCAD SHX Text
DIMENSIONS, WxDxH: WEIGHT: CONN. TERMINAL METHOD: CONN. TERMINAL HARDWIRED:

AutoCAD SHX Text
18.17"x6.37"x20.06" 56.3 lbs COMPRESSION LUG COPPER #14 TO 2# AWG (2.5 TO 35MM²) ALUMINUM #12 TO 2# AWG (4 TO 35MM²)

AutoCAD SHX Text
BOTTOM VIEW

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
FRONT VIEW

AutoCAD SHX Text
DIMENSIONS (L×W×D) 72.5X23.1X8.8 IN (1841X587X224 MM) W×D) 72.5X23.1X8.8 IN (1841X587X224 MM) D) 72.5X23.1X8.8 IN (1841X587X224 MM) 72.5X23.1X8.8 IN (1841X587X224 MM) SURVIVAL WIND SPEED > 125 MPH (> 201 km/h) > 125 MPH (> 201 km/h) FRONT WIND LOAD  366 LBS @ 100 MPH 366 LBS @ 100 MPH SIDE WIND LOAD  164 LBS @ 100 MPH 164 LBS @ 100 MPH WEIGHT   66.6 LBS (30.2 KG) 66.6 LBS (30.2 KG) RET SYSTEM WEIGHT 5.0 LBS (2.3 KG) 5.0 LBS (2.3 KG) CONNECTOR   6 x 7-16 DIN FEMALE LONG NECK 6 x 7-16 DIN FEMALE LONG NECK 7-16 DIN FEMALE LONG NECK MOUNTING POLE  2 TO 5 IN (5 TO 12 CM)2 TO 5 IN (5 TO 12 CM)

AutoCAD SHX Text
DIMENSIONS (LxWxD)  68.1X13.7X8.5 IN (1730x348x216 MM) 68.1X13.7X8.5 IN (1730x348x216 MM) (1730x348x216 MM) FRONT WIND LOAD  217 LBS @ 100 MPH 217 LBS @ 100 MPH SIDE WIND LOAD   147 LBS @ 100 MPH 147 LBS @ 100 MPH WEIGHT     44.5 LBS (20.2 KG) 44.5 LBS (20.2 KG) CONNECTOR   6 X 7-16 DIN FEMALE LONG NECK6 X 7-16 DIN FEMALE LONG NECK7-16 DIN FEMALE LONG NECK

AutoCAD SHX Text
DIMENSIONS, WxDxH: 431x184x452mm (17"x7.2"x17.8") 431x184x452mm (17"x7.2"x17.8") POWER CONSUMPTION: 200 WATTS 200 WATTS TOTAL WEIGHT: 55 lbs 55 lbs TEMPERATURE: -40° TO 55° C-40° TO 55° C

AutoCAD SHX Text
DIMENSIONS, WxDxH: WEIGHT (W/0 MOUNTING HARDWARE): PORTS: FREQUENCY: BREAKER: OUTPUT POWER (WATTS):

AutoCAD SHX Text
12.1"x6.7"x26.7" 24 Kg/53 lbs CPRI 2 PORTS x 10 Gbps B2, B66, B30  30A, 30A, 20A 410, 850, 800

AutoCAD SHX Text
THE NETXTEND  FLEX SERIES -48VDC/+24VDC POWER/BATTERY ENCLOSURE FLEX SERIES -48VDC/+24VDC POWER/BATTERY ENCLOSURE

AutoCAD SHX Text
TECHNICAL SPECIFICATIONS (NEQ.15917 / F2012504, NEQ.15999 / F1010599 BATTERY:     VRLA GNB, UP TO 180 AH (OR EQUIVALENT) VRLA GNB, UP TO 180 AH (OR EQUIVALENT) SAFT Ni-Cad, UP TO 180 AH (OR EQUIVALENT) DIMENSIONS, HxWxD:   1830.3x808x991.1mm (72.06"x31.81"x39.02") 1830.3x808x991.1mm (72.06"x31.81"x39.02") FOOTPRINT:     1829x762x762mm (72"x30"x30") 1829x762x762mm (72"x30"x30") ENCLOSURE:     1829x762x960mm (72"x30"x37.8") 1829x762x960mm (72"x30"x37.8") WEIGHT:      690 LB (314 KG) WITHOUT BATTERIES AND RECTIFIERS 690 LB (314 KG) WITHOUT BATTERIES AND RECTIFIERS        2300 LB (1040 KG) WITH FULL COMPLEMENT OF GNB BATTERIES; 2300 LB (1040 KG) WITH FULL COMPLEMENT OF GNB BATTERIES; 1800 LB (820 KG) WITH FULL COMPLEMENT OF SAFT BATTERIES; MOUNTING:     PAD OR PLATFORMPAD OR PLATFORM

AutoCAD SHX Text
DIMENSIONS, WxDxH:     635x508x762mm (25"x20"x30") 635x508x762mm (25"x20"x30") COLOR:                GRAY GRAY MAXIMUM TEMPERATURE:   46° C 46° C SOLAR LOAD:           754 W/m754 W/m

AutoCAD SHX Text
MODEL NUMBER:   WCS-IMFQ-AMT-43 WCS-IMFQ-AMT-43 PART NUMBER:    E15V87P73    E15V87P73 E15V87P73 DIMENSIONS, HxDxW:  206x144x209 mm  206x144x209 mm  (8.1x 5.7 x 8.2 in) WEIGHT: W/O MOUNTING  8 kg (17.6 lbs) W/O MOUNTING  8 kg (17.6 lbs) 8 kg (17.6 lbs)   W/ MOUNTING  9.3 kg (20.4 lbs) W/ MOUNTING  9.3 kg (20.4 lbs) 9.3 kg (20.4 lbs) FINISH:    GRAY PAINT GRAY PAINT CONNECTORS, RF:  4.3-10 FEMALE 4.3-10 FEMALE GROUND TERMINAL DIAMETER, MM (IN)    5 (0.20)5 (0.20)

AutoCAD SHX Text
ANT 1
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ANT 2
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ANT 3
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ANT 4

AutoCAD SHX Text
DIMENSIONS, WxDxH:  304 x 245 x 1320 mm 304 x 245 x 1320 mm (12" x 9.6" x 72") WEIGHT     35.3 kg. (78 lbs.) 35.3 kg. (78 lbs.) NO. OF CONNECTORS:  8x 7/16 DIN FEMALE 8x 7/16 DIN FEMALE LONG NECK MAX. WIND SPEED:  67 m/s (150 mph) 67 m/s (150 mph) WIND LOAD @ 160km/h: FRONT 285N (64 lbs.) FRONT 285N (64 lbs.) SIDE536 N (120.4 lbs.) OPERATING TEMP.:  -40°C to +65°C-40°C to +65°C

AutoCAD SHX Text
DIMENSIONS, LxWxD:     1999 x 508 x 175mm  1999 x 508 x 175mm                      (78.7" x 20" x 6.9") (78.7" x 20" x 6.9") WEIGHT (W/OUT CLAMP): 45.8 kg. (100.9 lbs) 45.8 kg. (100.9 lbs) CONNECTOR:           12 x 4.3-10 FEMALE12 x 4.3-10 FEMALE


